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Pan European traffic corridors 
(established in Helsinki, July 1997)



·Rijeka-Zagreb motorway is a component of European 
direction E65 and it connects the biggest and most 
important Croatian port Rijeka with its capital city 
Zagreb and further to a web of motorways in Middle 
and Western Europe. By this, it opens new 
possibilities and brings direct benefits to the national 
economy, particularly tourism and port transport. It is 
also a part of Pan European corridor Vb.In the 
Bosiljevo II inter-regional interchange it connects to 
Zagreb-Split-Dubrovnik motorway 



Rijeka ςZagreb motorway opened to traffic in 
full profile and 146.5 km in length on October 

22, 2008



Phases of construction

·The construction of this traffic route was conducted in two 
phases:

·Phase I: construction of motorway from Kupjakto Karlovac
(60.18 km) ςfinished in July 2004.

·PhaseII: constructionof motorway (expansionfrom semi-
motorway) from regionalinterchangeBosiljevoII to  
interchangeKikovica(55,57 km) ςfinishedin October2008.

·All together 5 bridges, 13 tunnels, 24 viaducts, 45 
underpasses and 26 overpasses were built during the 
construction period. Thesenumbersdemonstratethe route's 
constructioncomplexity. PhaseII includedworks in 2 
subphasesςIIA andIIB phase



II A & B PHASEof construction



UPGRADING FROM SEMI TO FULL 

MOTORWAY (II B PHASE)
·Latest upgradingof existing roads to full motorway profile 

was performed on these sections :

·KikovicaςhǑǘǊƻǾƛŎŀ(7.37 km)  

·hǑǘǊƻǾƛŎŀςVrata(12.44 km) 

·VrataςDelnice(8.93 km)

·Delnice ςKupjak(7.93 km)

·KupjakςStara{ǳǑƛŎŀ(7.59 km)



Percentageof roadobjectsconstructedin
IIA & IIB phase




